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1 INTRODUCTION

This document describes how to open the case @@oh&/PC1, e.g. to access the internal
CF-card slot

1.1  Safety Guidelines

Please read the following safety guidelines carefyl In case of property or personal
damage by not paying attention to this document aridr by incorrect handling, we
do not assume liability. In such cases any warrantglaim expires.

ATTENTION : Observe precautions for handling — electrostitsitive device!

Discharge yourself before you work with the deweavoid damages, e.g. by
touching a heater of metal.

Stay grounded while working with the device to avdamage through electro-
static discharge.

RemoveALL cables from the device before you open it, espgdltee power
cable.

1.2 Conventions

bold Important terms
italic Filenames, user inputs
monospace Pathnames, program code, command lines

Table 1: Conventions used in this Document
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2 GETTING STARTED

2.1 Removing the Screws

ATTENTION : Please follow the safety guidelinescimapter 1.1before you start!

You have to remove six screws in total. Begin wlith two screws on top of the case.

Figure 1: Removing the two screws on top of the case

Please note Do not remove the two screws on the back of tlte=ta

Now turn the Com/PC1 upside down.
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Remove the three screws on the right side.

Figure 2: Removing the three screws on the right side of thease

Remove the screw on the left side.

Figure 3: Removing the screw on the left side of the case
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2.2  Removing the Case

After removing all six screws hold the Com/PC1 Iftewn in the figure below and pull

the top part of the case until it moves ca. 1 chenflay down the Com/PC1 and pull the
case backwards.

Figure 4: Pulling the top part of the case
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That is all!

Figure 5: The Com/PC1 is open

Please note:Pay attention to the board when you push the @ pf the case tc
close the Com/PC1 again! Do not use to much force.
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3 HELPFUL LITERATURE

Com/PC1 hardware reference manual
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