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Long-term Product Availability>
Our products are the ideal choice for applications that requires 
long life, highly reliable and typically high-performanced 
products.

Design-IN Support>
To help our customers to get results as fast as possible we 
offer a Design-IN support to assist you by individual questions 
and comprehensive integration tasks with our products. The 
Design-IN support helps you to reduce your time-to-applicati-
on time.

ISO 9001 Certi! ed>
SSV’s commitment to quality is backed by hardware and 
software approvals and certi! cations like our DIN EN ISO 
9001:2000 certi! cation with no de! ciencies. This ensures 
consistency and the highest level of quality in products and 
services.

Custom Design and Integration/OEM>
SSV provides private labeling, custom driver design and other 
custom design requests for small and large projects. Please 
contact us for more information.

Technical Support>
It is our number one priority to keep our customers satis! ed 
and make the handling of our products as simple as possible. 
For general questions about products or services, our ope-
rators are always available to answer any inquiries you may 
have. We will quickly respond to all customer inquiries.

eSOM/2586 Features and Technical Data>
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Vortex86DX 32-bit x86 SoC @ 600, 800 or 1.000 MHz 

PC-compatible AMI Basic I/O System (BIOS)

128 MByte SDRAM with DDR2 interface @ 300 MHz

1 GByte NAND Flash for O/S boot image and data ! les

XGI GPU VGA controller with 64 MByte video RAM

On-board PCI interface between Vortex86DX and XGI GPU

18-bit TTL color LCD interface for TFT and STN panels

4-wire touch screen interface and touch screen controller

1x CompactFlash (CF) card slot with IDE-based interface

1x LED for IDE (CF) access status

1x 10/100 Mbps Ethernet LAN interface 

1x LED output signal for LAN status

2x USB 2.0 host interface with HS, FS and LS support

1x SPI (Serial Peripheral Interface) with one CS output

3x 16C550/16C552-compatible UART-based serial ports

16-bit General Purpose Parallel Input Output (GPIOs)

16-bit expansion bus with 24 address lines

4x interrupt inputs, 4x chip select outputs

Programmable watchdog timer

In-system programming features

2x 100-pin Hirose FX8C interface connector

3.3 Volt low power design

0 °C to +70 °C operating temperature

Size 80 mm x 50 mm

Preinstalled Linux with kernel v2.6.18, Java and X-Server

RoHS compliant
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