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1 INTRODUCTION

This document describes the first steps with then®®&1 and the preinstalled Win-
dows® XP Embedded operating system on CF-card.

1.1  Safety Guidelines

Please read the following safety guidelines carefyl In case of property or personal
damage by not paying attention to this document aridr by incorrect handling, we
do not assume liability. In such cases any warrantglaim expires.

ATTENTION : Observe precautions for handling — electrostitsitive device!

Discharge yourself before you work with the devieg, by touching a heater of
metal, to avoid damages.

Stay grounded while working with the device to avdamage through electro-
static discharge.

1.2 Conventions

bold Important terms
italic Filenames, user inputs
monospace Pathnames, program code, command lines

Table 1: Conventions used in this Document
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2 GETTING STARTED

2.1  Connecting the Power Supply

Connect the power cable with the power connectdhatrear of the Com/PC1 and a
110 — 230 VAC power outlet.
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Figure 1: Connecting the power supply of the Com/PC1

| Please note:Do not turn on the Com/PC1 until all cables ararwcted.

2.2  Connecting Keyboard and Mouse

Connect a keyboard with the PS/2 keyboard connegtioiet) at the front of the
Com/PCL1. Connect a mouse with PS/2 mouse conngigior green) at the front of the
Com/PCL1.

- -

keyboard
[TTTTTTITITTIT1 l l mouse
[TT T T TTTTITT]
[TTTTTTTTTT] l
[TTTTTTIT]
L] I

Figure 2: Connecting a keyboard and a mouse with the Com/PC1

Please noteTo work with Windows® XP Embedded, a mouse is saey.
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2.3  Connecting the VGA Display

Connect a VGA display with the VGA connector at tfamt of the Com/PCL1.

ﬁ CEEEHORT ]
wwo o o

VGA cable

Figure 3: Connecting a VGA display with the Com/PC1

2.4 Ethernet Link between Com/PC1 and PC

Setup an Ethernet LAN link between the LAN1 or LAMZerface of the Com/PC1 and
the LAN interface of a PC with an Ethernet croseraable.
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Ethernet cross-over cable

Figure 4: Ethernet link between the Com/PC1 and a PC

It is also possible to use two Ethernet patch caibl@ switch-based infrastructure.
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Figure 5: Switch-based Ethernet link between the Com/PC1 and PC
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2.5  Booting the Com/PC1

Turn on the Com/PC1 with the power switch at thee séde. Wait until the login window
opens and then press ENTER or click on OK.

Figure 6: Login window

You will see the nearly empty desktop of Windows® Embedded.
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Figure 7: Windows® XP Embedded desktop
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Now you can start to explore the Windows® start men

Figure 8: Windows® XP Embedded start menu

Manual Revision 1.0



Com/PC1 with Windows® XP Embedded — First Steps

2.6  Checking the IP Address

The DHCP function under Windows® is activated bfad#é. To check the actual IP ad-
dress of the Com/PC1, double-click on the netwookiion the right side of the taskbar.

Figure 9: Network icon in the task bar

The following dialog displays the actual IP addres®net mask as well as the standard
gateway. More detailed information is given aft@liek on“Details...” .

Figure 10: Actual network settings
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2.7  Changing the IP Address

To change the actual IP address of the Com/PChlelalick on the network icon on the
right side of the taskbar.

Figure 11:Network icon in the task bar

In the following dialog click oriProperties...”.

Figure 12: Status of the LAN connection
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ChooseTCP/IP” and click or'Properties” .

Figure 13:Properties of the LAN connection

Now you can enter the IP settings. Click"@K” when you are finished to save the new
settings.

Figure 14:Properties of the Internet Protocol (TCP/IP)
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3 HELPFUL LITERATURE

Com/PC1 hardware reference manual

CONTACT

SSV Embedded Systems
Heisterbergallee 72

D-30453 Hannover / Germany
Phone: +49 (0)511/40 000-0
Fax: +49 (0)511/40 000-40
E-mail: sales@istl.de

Internet: www.ssv-comm.de
Support:www.ssv-comm.de/forum

DOCUMENT HISTORY

1.0 2007-06-11 first version WBU

The content of this document can change any tintleowt amouncement. There is taken over no guar:
for the accuracy of the statements. The user asstineeetire risk as to the accuracy and the use of
document. Information in this document is providaslis’ without warranty of any kind. Some names wi
this document can be trademarks of their respebtivgers.

© 2007 SSV EMBEDDED SYSTEMS. All rights reserved.

Manual Revision 1.0




