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Introduction - Conventions

INTRODUCTION

This document describes the Web ConfigTool of t8% Remote Access Gateway with the
DIL/NetPC ADNP/9200. With its intuitively operableUl (Graphical User Interface) all
important system settings can be configured.

1.1 Conventions

The following conventions are used in this document

[Button] Name of a button like [Apply] or [Info]
<ltem> Name of a dropdown menu item like <Analog>
monospace Passwords or IP addresses like root or 192.168.0.1

Table 1: Conventions used in this document

1.2 GUI Layout & Elements

Figure 1: GUI layout of the SSV Remote Access Gateway

1: Menu 6: Text field

2: Main content 7: Dropdown menu

3: Checkbox 8: Button

4: Radio button 9: Import/upload button
5: Short description 10: Main buttons
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1.3  Important Information

To open the login page of the SSV ConfigTool in a&bAMrowser enter this URL:
http://192.168.0.126:7777 . The following passwords can be used to login:

The default Web ConfigTool password &dthp ”. This is the standard user and has
an idle timeout. The password and the timeout eachlanged in the menu over
“System > Administration”.

The default Web ConfigTool master passwordss/admin ”. This is the master
user and has no idle timeout. The password cahde@ged in the menu over “Sys-
tem > Administration”.

Please note:lf a standard user is already logged in, he wéldutomatically logged
out when the master user logs in. In contrast eostandard user it is possible to Ipg
in more then once at the same time with the masassword Although it is possi-
ble it is not recommended!

The default root password for Telnet, SSH and Fddess is foot ”. This pass-
word does not work with the Web ConfigTool. Thetrpassword can be changed in
the menu over “System > Remote access”.

The three main buttons are on every page alwattseimower right corner of the main con-
tent. They have the following functions:

[OK]: Saves changed settings, but the system needsébbeted.

[Apply]: Saves changed settings and applies them immediatet changes can
not be canceled afterwards! A reboot is not necgssa

[Cancel]: Restores old settings, but only if the changeswet already saved!

Figure 2: Main buttons of the SSV Remote Access Gateway
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Introduction - Important Information

Please note:Some settings are only visible if the appendingction is enabled. Th
figures 3 and 4 illustrate this behaviour:

11

The OpenVPN service is disabled, so no settingstaren.

Figure 3: OpenVPN service is disabled

After enabling the OpenVPN service with the checkbite settings appear. If you switch
between server and client mode with the radio bsttbe offered settings will change.

Figure 4: OpenVPN client configuration

n SSV Remote Access Gateway - User Manual - Revision 1.1
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2 MENU ITEMS

The following chapters describe the particular miggions and their functions.

2.1 Status

The Status page shows some information about tiealkke name, time or IP addresses.

Figure 5: Status page of the SSV Remote Access Gateway
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2.2 System

In this section you can configure the basic sedtiofjthe device like host name, time and
administration.

2.2.1. System ldentification

Enter a host name and the location of the devidesame contact information. The settings
in this section are used for certificates.

Figure 6: System identification settings

2.2.2. System Management

Figure 7: System management settings

2.2.2.1. System Management
Reboot SystemClick on [REBOOT] to shutdown and restart the egst

Please note:You will see the message “Rebooting the systentie Teboot proces
takes about one minute. After that time open thgrigpgage and enter your passwor

oo

Halt System: Click on [HALT] to shutdown the system.

Please note:lf the device is shutdown, there is no possibility boot the systen
from the distance!

—

2.2.2.2. System Configuration

Configuration download: Click on [DOWNLOAD] to save the system configura-
tion.

Configuration upload: Click on the button to upload a system configwratiClick
on [OK] to save the configuration. To use the nenfiguration the system must be
rebooted.

Please note:You should download and save the system configamabefore chang
ing any settings! So the system can be restoréueife was a problem.

n SSV Remote Access Gateway - User Manual - Revision 1.1
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2.2.3. Time and Date

In this section you can set the system time anel sh@nually or automatically via NTP.

2.2.3.1. Local Time zone Configuration

Time zone:Choose your time zone from the dropdown menu.

2.2.3.2. Time and Date Configuration

Figure 8: Manual time settings

Manual: Click on this radio button to set your time andedaanually.
Date: Enter the current date (YYYY - <month> - DD).
Time: Enter the current time (HH : MM : SS).

Figure 9: Time settings via NTP service

Via NTP service: Click on this radio button to get time and datean NTP service.

Primary NTP server: Enter the address of an NTP server. You can |dasdield
empty and only use the secondary NTP server.

Secondary NTP serverChoose an NTP server from the dropdown menu.
Time synchronize interval: Choose the time synchronization interval.

NTP server test:Click on [Synchronize now] to test the connectidthwhe NTP
server. If the test is successful, you should keddllowing message in the short de-
scription: “Time synchronization successful”.

Please note:Before enabling the NTP service it is recommentiedet the network
gateway and DNS correctly.
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2.2.4. Com Ports
In this section you can configure with which apation each of the three COM ports is
used. The settings for each port are the samejlgdle settings for COM1 are described.

COM1 is typically configured as <Remote consoles Life COM1 for other applications,

you should remove the RCM jumper from the devidegge refer to the hardware reference
of the device).

If the device offers a GPRS/UMTS modem, it is cartee¢ to COM3. COM3 must then be
set to <Modem>.

Figure 10:COM port settings

2.2.41. COM1 Properties
Application: Application the port is used with.
Work as: Configure this end as server or client.
Server address:Destination IP address or name.
TCP redirector port: Port to listen on.
Bits per second:Choose the speed to use.
Data bits: Choose the data bits.
Parity: Choose the parity.
Stop bits: Choose the stop bits.

Flow control: Choose the flow control.

SSV Remote Access Gateway - User Manual - Revision 1.1
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2.2.5. Remote Access
In this section you can configure the settingsttier SSH server.

Figure 11:Remote access settings

2.2.5.1. OpenSSH configuration
Enable/Disable serviceEnable or disable the OpenSSH service.
Port: Enter the port to listen on.

Key regeneration interval [sec]:Enter the time interval in seconds for the key re-
generation.

Permit empty passwords:Allow or deny empty user passwords.

Generate new SSH host keyClick on [Generate] to create a new SSH host key.

Please note:The key generation can take up to five minutes! i interrupt the
process and wait until you see this message: “Kaxyegation successful”!

2.2.5.2. Change password for user "root"
New password:Enter your new root password.
Confirm new password: Confirm your new root password.

Confirm password change:Click on [OK] to save your new password.

Please note:The default password for root is “root”. It is hig recommended to
change the password before using the device infansavironments like the Inter
net!
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2.2.6. Administration

In this section you can set the login passwordsierwWeb ConfigTool and the idle time for
a session.

Figure 12: Administration settings

2.2.6.1. Change web configuration password
Old password: Enter your old password.
New password:Enter your new password.

Confirm new password: Confirm your new password.

2.2.6.2. Change web configuration master password
Old master password:Enter your old master password.
New master passwordEnter your new master password.

Confirm new master password:Confirm your new master password.

D

Please note:The master password does not depend on a sessienut and can b
used to revoke logins with the standard password.

2.2.6.3. Session timeout

Idle time: Idle time in minutes, 0 = no time out.

SSV Remote Access Gateway - User Manual - Revision 1.1
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2.2.7. Logging

In this section you can view and download the sydtgy file. Click on [Download] to save
the log as a file.

Figure 13:Log file view
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2.3 Network

In this section you can configure the LAN and modaattings.

2.3.1. LAN
In this section you can configure the settingd f8N1 and LANZ2.

2.3.1.1. Network configuration for LAN1

Figure 14:LAN1 settings

Enable/Disable interface LAN1:Enable or disable interface LAN1.

Obtain an IP address automatically:Device configuration through DHCP server.
Use the following IP addressManual device configuration.

IP address:IP address of the device.

Subnet mask:Subnet mask of the local network.

Enable/Disable alias IP addressEnable or disable the alias IP address.

Alias IP address:Secondary static IP address for the same interface.

Alias subnet mask:Subnet mask of the alias network.

2.3.1.2. Network configuration for LAN2

Figure 15:LAN2 settings

Enable/Disable interface LAN2:Enable or disable interface LAN2.

Use device for DSL:Device is used to connect with a DSL modem.

Obtain an IP address automatically:Device configuration through DHCP server.
Use the following IP addressManual device configuration.

IP address:IP address of the device.

Subnet mask:Subnet mask of the local network.
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2.3.1.3. DNS configuration

In this section you can configure the DNS servétirggs. These settings are only necessary,
if the system is configured as a router on LAN1.

Figure 16:DNS configuration

Use a DNS server addres€nable the DNS server.
Primary DNS server: Enter the first DNS server IP address.
Secondary DNS serverEnter the second DNS server IP address.

Tertiary DNS server: Enter the third DNS server IP address.

2.3.1.4. Default gateway configuration

Figure 17:Default gateway configuration

Use a gateway addres€nable the default gateway.

Default gateway:Enter the default gateway IP address.

SSV Remote Access Gateway - User Manual - Revision 1.1
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2.3.2. Modem
In this section you can configure the modem sedting

Please note:This section is only usable, if a modem is confggiin COM ports of
network (on LAN2)!

2.3.2.1. Modem configuration

Modem type: The dropdown menu offers six different operatiordesm <None>,
<Analog>, <ISDN>, <GPRS>, <UMTS> and <DSL>.

Check modem:Click on [Check modem] to test the connection vaithexisting
modem. In case of a GPRS/UMTS modem the SIM caddl@ Quality of Service
(QoS) are also tested.

2.3.2.2. ISP settings

Figure 18:I1SP settings for UMTS modem

Please noteThe ISP settings depend on the choice of the moype

Provider: Choose your Internet Service Provider (ISP).
Authentication method: Choose an authentication method for the ISP.
MSN number: Enter your ISDN MSN phone number.

Dialing phone number: Enter the phone number to the ISP.

SIM PIN: Enter the PIN for your SIM card.

Confirm SIM PIN: Verify the entered SIM PIN.

Quiality of Service Profile: QSP from the ISP.

APN: Enter the ISP Access Point Name.

Login name: Enter the username given to you from the ISP.
Password: Enter the password given to you from the ISP.

Confirm password: Verify the entered password.

SSV Remote Access Gateway - User Manual - Revision 1.1
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2.3.2.3. Connection settings

Figure 19:Connection settings
Connect type: The dropdown menu offers following connection typdganual>,
<System start> and <on demand>.

Disconnect type:The dropdown menu offers following disconnectiopdy: <Man-
ual>, <Timeout> and <Always reconnect>.

Idle timeout: Disconnect the system after a certain idle time.

Max timeout: Disconnects the system after a certain time.

Please note:Connections over a GPRS/UMTS modem can be very iecadsnsive.
Please refer to the prices of your provider, befooanecting the modem for a lorn
time or with high volume traffic.

2.3.2.4. DNS server and gateway configuration

Figure 20:DNS configuration

DNS: The dropdown menu offers following settings: <Ausdio>, <Static> and
<None>.
DNS address:Enter the IP address for the primary name server.

Gateway: <Automatic> replaces an existing gateway. <Dynanaidds a new gate-
way only, if no other gateway exists.
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2.4 Services

In this section you can configure services like ©geN, IPsec and DynDNS.

2.4.1. General

In this section you can enable or disable the gaservices.

2.4.1.1. General service configuration
Telnet server: Enable or disable the Telnet server.
FTP server: Enable or disable the FTP server.
Time server: Enable or disable the time server.
HTTPS Web server:Enable or disable the HTTPS web server.
Webconfig: Enable or disable Web ConfigTool.

SSV ConfigTool: Enable or disable the external SSV ConfigTool. Tod is only
available on demand. Please contact thereforeupyost team.

2.4.2. OpenVPN

In this section you can configure the OpenVPN sg#ti

2.4.2.1. OpenVPN configuration
Enable/Disable OpenVPN:Enable or disable OpenVPN.
Work as: Configure the device as server or client.

Status: Server or client status.

2.4.2.2. OpenVPN client configuration

Figure 21:OpenVPN client configuration

Server address:Enter the IP address or DNS name of the OpenViMsdf you
use a cloud service, you can activate the checkdxS” and enter the bucket
name in the text field instead of an IP address.

Protocol: Choose the protocol. The UDP protocol is preferred
Server port: Enter the UDP or TCP port.

VPN compression:Enable or disable the VPN compression.

Client mode: Choose the client mode: <Roadwarrior> or <Bridging>

OpenVPN bridge IP: Establish a connection to the Web ConfigTool. leisom-
mended to use the same IP address like LAN1!
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2.4.2.3. OpenVPN server configuration

Figure 22:OpenVPN server configuration
Protocol: TheUDP protocol is preferred. TCP must be used ifswrer works be-
hind a NAT router, e.g. a DSL modem with port fordiag.
Port: Enter the port to listen on.
VPN compression:Enable or disable the VPN compression.
Client mode: Choose the client mode: <Roadwarrior> or <Bridging>
Network: Enter the IP address for Clients.

OpenVPN bridge IP: Establish a connection to the Web ConfigTool. leisom-
mended to use the same IP address like LAN1!

Start IP address range:Enter the start IP address of an IP address pool.
End IP address range:Enter the end IP address of an IP address pool.
Subnet mask:Enter the subnet mask of the IP address pool.

2.4.2.4. OpenVPN certificates and keys
The following settings are for the OpenVPN clierdda.

Figure 23:OpenVPN client certificates and keys
Status root CA certificate: Click on [Info] to see the currently used root Cé-
tificate.
Status client key: Click on [Info] to see the currently used clieetyk
Status client certificate: Click on [Info] to see the currently used cliepttificate.

Import key or certificates: Import a single file of a root certificate, a cligey and
a client certificate. You can also import a complednfiguration archive (*.tar.gz).
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The foll

owing settings are for the OpenVPN servedm

Figure 24:0OpenVPN server certificates and keys

2.4.2.5.

Root CA certificate modification: Click on [Info] to see the currently used root CA
certificate.

Server key modification: Click on [Info] to see the currently used servey k

Server certificate modification: Click on [Info] to see the currently used server
certificate.

Diffie hellman parameters modification: Click on [Info] to see the currently used
Diffie-Hellman parameters.

OpenVPN create certificates

Figure 25:0penVPN create certificates

Create root CA key and certificate: Click on [Create] to generate a new server cer-
tificate.

Create client key and certificate:Choose from the dropdown menu the desired cli-
ent key and certificate. Then click on [Createyémerate a new key and certificate.

Please

Do not interrupt the process and wait until you éawo new timestamps in
“OpenVPN certificates and keys” overview! Click ihe menu on "OpenVPN" to re
fresh this page.

note:The generation of the OpenVPN certificates caretag to 30 minutes|

2.4.2.6.

OpenVPN export certificates

Figure 26:OpenVPN export certificates

Export root CA certificate: Click on [Info] to see the currently used root Céyc
tificate. Click on [Root CA] to download the curterertificate.

Export client 1 key and certificate: Click on [Info] to see the currently used client
key and certificate. Click on [Key 1] to downloddetcurrent key. Click on [Cert 1]
to download the current client certificate.
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2.4.3. IPsec

In this section you can configure the IPsec sedting

2.4.3.1. IPsec configuration

Figure 27:1Psec configuration

Enable/Disable IPsecEnable or disable IPsec.

Status: Shows the current connection status. Click on [BgJuo see the routes.
Click on [Status] to see all connection details.

2.4.3.2. Connection protocol

Figure 28:1Psec connection protocol

Protocol: Choose the connection protocol and topology froenddopdown menu.
Server or client: Choose the side of the NAT from the dropdown menu.
Virtual private: Enter the IP ranges which may occur behind the MAWVice.

Authentication: Choose the authentication mode from the dropdowmume

2.4.3.3. IPsec shared keys

Figure 29:1Psec shared keys

Pass phraseEnter the pass phrase for the secret shared key.

Confirm pass phrase:Confirm the pass phrase for the secret shared key.

SSV Remote Access Gateway - User Manual - Revision 1.1



Menu Items - Services

2.4.3.4. IPsec certificates and keys

Figure 30: IPsec shared keys

Root CA certificate: Click on [download] to save the currently usedtiGé cer-
tificate. Click on [Info] to see the currently usexbt CA certificate.

Host certificate: Click on [download] to save the currently used loastificate.
Click on [Info] to see the currently used host ifedte.

Host key: Click on [Info] to see the currently used host key.

2.4.3.5. Configuration of this side (right)

Figure 31:Configuration of this side (right)

Identifier: Enter an identifier for this side.
Key and certificate: Click on [Create] to generate a new key and cedié.

RSA signature key:Click on [View] to see the signature of the RSA ke

2.4.3.6. Configuration of other side (left)

Figure 32:Configuration of other side (left)

Address: Enter an IP address or full hostname for the atluks.
Identifier: Enter an identifier for the other side.

RSA signature key:Enter the signature of the RSA key from the ougjuhe
command ipsec show host key —left " on the IPsec server.

Please note:The signature key is a very long text file. Please it in as one singl¢
line without any line breaks!

1%
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2.4.4. DynDNS

In this section you can configure the DynDNS sgtin

2.4.4.1. DynDNS configuration

Figure 33:DynDNS configuration

Enable DynDNS serviceEnable or disable the DynDNS service.

DynDNS service provider:Choose a DynDNS service provider from the dropdown
menu.

Host (FQDN): Enter the full hostname. Click on the link “hefer available do-
main names.

Update period: Choose from the dropdown menu how often the IResddis
checked.

Status: Shows the current client status.

2.4.4.2. Change DynDNS username and password

Figure 34:DynDNS username and password

Username:Enter a DynDNS username.
New password:Enter your new DynDNS password.

Confirm new password: Confirm your new DynDNS password.

2.4.4.3. Notification to webserver after ipaddress changes

Figure 35:Notification to web server after IP address changes

Enable Notify: Enable or disable the notification.
Notify to host: Enter the full host name.

Server request:Enter a complete GET request for the URL, e.g. R Bétipt.
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2.45. DHCP Server
In this section you can configure the DHCP seregtirgys.

2.4.5.1. General configuration

Figure 36:General configuration

Enable/Disable DHCP serverEnable or disable the DHCP server.

Status: Shows the current server status.

2.45.2. Addressrange

Figure 37:Address range

Range start: Enter the start IP address for the IP addresserang

Range end:Enter the end IP address for the IP address range.

Please note:The DHCP server works on LAN1. So no other DHCRPvees should
exist there. All hosts in the network of LAN1 wilke this device as gateway!
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2.4.6. Firewall and NAT

In this section you can configure the firewall &&T settings.

2.4.6.1. Firewall configuration

Enable/Disable firewall: Enable or disable the firewall.

2.4.6.2. Firewall and NAT rules preconfigured sets

Figure 38:Firewall and NAT rules preconfigured sets

All incoming ports closed, VPN allowedBest protection for the VPN server.
Selective ports allowedThis configuration opens more application ports.
User configured script below:Upload own firewall rules.

2.4.6.3. System specific ports allowed on WAN inter  face

In this subsection you can simply allow or disallmlmich services may be accessed from
unsafe WANS like Internet or GPRS/UMTS.

VPN server: VPN server.

SSH accessRemote access with SSH.

Telnet accessRemote access with Telnet.

HTTP server: Web server access.

HTTPS server: Secure web server access.

Web proxy: Access to HTTP proxy ports.

FTP proxy: Access to FTP proxy ports.

TCP proxy: Access to TCP proxy ports. (Telnet/SSH/others).
Web ConfigTool: This web configuration site.

IPsec:IPsec connection.
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2.4.6.4. User specific ports allowed on WAN interfa  ce

Figure 39:Firewall and NAT rules preconfigured sets

It is possible to define up to five specific pdids the WAN interface.

User defined X: Click on the checkbox to enable the port. Entergart number
and choose the protocol.

2.4.6.5. ICMP protocols
Enable/Disable ping:Allow ping on WAN interface.

2.4.6.6. Forwarding with IP-Masquerading and NAT
Enable/Disable forwarding: Full routing from internal (LAN1) to WAN interface.

Please note:With this option all hosts in the network of LANfiay use this devic
as gateway. Be careful with this option, if usin@®S/UMTS or other modem con-
nections. This can produce very high traffic!

11%

2.4.6.7. Firewall and NAT rules script

Figure 40:Firewall and NAT rules script

Show current settings:Click on [Script rules] to show the current rul€ick on
[Active policies] to show the current policies.

Upload new rules:Upload your own rules as a “Firewall Builder” outgile.

Please note:A misconfigured firewall is often the reason footrworking services
Please disable the firewall before enabling/chaggservices or ports. Enable the
firewall afterwards. If any service does not ruroperly, try it without the firewall
enabled.

Please note.LAN1 and VPN are defined as secure networks ahgaits are usabl
there. The port selective options like enablingathisng are only available for th
WAN interface. The WAN interface can be a GPRS/UMNT8dem, DSL modem or
network on LAN2. To change this definition, a fgikt of rules must be created and
uploaded as a user script. As a template you carthes preconfigured script rules.
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2.5 Proxies

In this section you can configure the proxy sesdtings.
25.1. Web
In this section you can configure the Web proxyeesettings.

2.5.1.1. General configuration

Figure 41:General configuration

Enable/Disable proxy:Enable or disable the proxy server.

Status: Shows the current server status.

2.5.1.2. Proxy redirections

Figure 42:Proxy redirections

This section shows the current HTTP or HTTPS pm@djrections. Click on [edit] to change
the redirection settings or click on [delete] tsve the redirection.

2.5.1.3. Create/Edit a redirection entry

Figure 43:Create a redirection entry

Create a new redirection entry or change an egistdirection by clicking on [edit] in the
section “Proxy redirections” above.

Encryption: Enable or disable the HTTPS encrypted tunnel.
Relay to: Enter an IP address and port number (e.g. pordi8ATTP).

Listen on port: Enter a port number.

2.5.1.4. SSL certificate

Figure 44:SSL certificate

Create SSL certificate:Click on [Create] to generate a new SSL certificate
Fingerprint MD5: Shows the current MDS5 fingerprint.
Fingerprint SHAL1: Shows the current SHA1 fingerprint.
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25.2. DNS

In this section you can configure the DNS proxyeesettings. These settings are only nec-
essary, if the system is configured as a routdr/Aid1.

2.5.2.1. General configuration

Figure 45:General configuration

Enable/Disable proxy:Enable or disable the DNS proxy server.

Status: Shows the current server status.
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2.5.3. Filetransfer

In this section you can configure the FTP proxysesettings.

2.5.3.1. General configuration

Enable/Disable proxy:Enable or disable the proxy server.

2.5.3.2. Proxy redirections

Figure 46:Proxy redirections

This section shows the current FTP proxy rediresticClick on [edit] to change the redirec-
tion settings or click on [delete] to remove thdirection.

2.5.3.3. Create/Edit a redirection entry

Figure 47:Editing a redirection entry

Create a new redirection entry or change an egisedirection by clicking on [edit] in the
section “Proxy redirections” above.

Relay to: Enter the IP address and port number (typ. pofo2ETP).

Listen on port: Enter the port number.
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2.5.4. Telnet/SSH/others
In this section you can configure the Telnet, S8ldtber TCP based proxy server settings.

2.5.4.1. General configuration
Enable/Disable proxy:Enable or disable the proxy server.

2.5.4.2. Proxy redirections

Figure 48:Proxy redirections

This section shows the current Telnet redirecti@igk on [edit] to change the settings or
click on [delete] to remove the Telnet redirection.

2.5.4.3. Create/Edit a redirection entry

Figure 49:Editing a redirection entry
Create a new redirection entry or change an egisedirection by clicking on [edit] in the
section “Proxy redirections” above.

Relay to: Enter the IP address and port number (e.g. poftr28SH, port 23 for
Telnet).

Listen on port: Enter a port number.
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2.6 Logout

Just click on Logout to finish the current session.
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