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Graphical User Interface for EUI/57V and OTP/57V  

Outright you receive our new Java ConfigTool 
57V preinstalled on the Embedded User Inter-
face Starter Kit EUI/57V and the Operator 
Touch Panel Starter Kit OTP/57V. 
 
With its intuitively operable Graphical User In-
terface all important system data can be visual-
ized and configured. 
 
In addition it is possible to install own Java ap-
plications, to customize the Java ConfigTool 
57V to your own, individual requirements. 
 
On the right side you see the clearly arranged 
menu structure of the Java ConfigTool 57V. 
 
For further information please feel free to con-
tact us. 

1. Main Menu  
1.1. Info 

1.1.1.  System 
1.1.2.  Network 
1.1.3. CAN 
1.1.4. RS232 

1.2. Settings 
1.2.1. System 
1.2.2. Network 
1.2.3. CAN 
1.2.4. RS232 / Serial Interface 
1.2.5. Time / Date 
1.2.6. Display 

1.3. Services 
1.3.1.  Telnet Server 
1.3.2.  SSH Server 
1.3.3.  FTP Server 
1.3.4.  TFTP Server 
1.3.5.  Web Server 

1.4. Extras 
1.5. CAN Sniffer 
1.6. Start Java Applications 


